
(6') D6-SWT 7,000 Gallon

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

  1/8 5 6  1/8 294 12  1/8 774 18  1/8 1365 24  1/8 2028

  1/4 8 6  1/4 303 12  1/4 786 18  1/4 1378 24  1/4 2042

  3/8 10 6  3/8 311 12  3/8 797 18  3/8 1392 24  3/8 2057

  1/2 13 6  1/2 320 12  1/2 809 18  1/2 1405 24  1/2 2071

  5/8 17 6  5/8 329 12  5/8 820 18  5/8 1418 24  5/8 2086

  3/4 20 6  3/4 338 12  3/4 832 18  3/4 1431 24  3/4 2100

  7/8 24 6  7/8 346 12  7/8 843 18  7/8 1445 24  7/8 2114

1 27 7 355 13 855 19 1458 25 2129

1  1/8 31 7  1/8 364 13  1/8 866 19  1/8 1471 25  1/8 2143

1  1/4 36 7  1/4 373 13  1/4 878 19  1/4 1485 25  1/4 2158

1  3/8 40 7  3/8 383 13  3/8 890 19  3/8 1498 25  3/8 2172

1  1/2 44 7  1/2 392 13  1/2 902 19  1/2 1512 25  1/2 2187

1  5/8 49 7  5/8 401 13  5/8 914 19  5/8 1525 25  5/8 2202

1  3/4 54 7  3/4 410 13  3/4 925 19  3/4 1539 25  3/4 2216

1  7/8 59 7  7/8 420 13  7/8 937 19  7/8 1552 25  7/8 2231

2 64 8 429 14 949 20 1566 26 2245

2  1/8 69 8  1/8 439 14  1/8 961 20  1/8 1580 26  1/8 2260

2  1/4 75 8  1/4 448 14  1/4 973 20  1/4 1593 26  1/4 2275

2  3/8 80 8  3/8 458 14  3/8 985 20  3/8 1607 26  3/8 2289

2  1/2 86 8  1/2 468 14  1/2 998 20  1/2 1621 26  1/2 2304

2  5/8 92 8  5/8 478 14  5/8 1,010 20  5/8 1634 26  5/8 2319

2  3/4 97 8  3/4 487 14  3/4 1,022 20  3/4 1648 26  3/4 2333

2  7/8 103 8  7/8 497 14  7/8 1,034 20  7/8 1662 26  7/8 2348

3 110 9 507 15 1046 21 1676 27 2363

3  1/8 116 9  1/8 517 15  1/8 1,059 21  1/8 1689 27  1/8 2378

3  1/4 122 9  1/4 527 15  1/4 1,071 21  1/4 1703 27  1/4 2392

3  3/8 129 9  3/8 538 15  3/8 1,084 21  3/8 1717 27  3/8 2407

3  1/2 135 9  1/2 548 15  1/2 1,096 21  1/2 1731 27  1/2 2422

3  5/8 142 9  5/8 558 15  5/8 1,108 21  5/8 1745 27  5/8 2437

3  3/4 149 9  3/4 568 15  3/4 1,121 21  3/4 1759 27  3/4 2451

3  7/8 155 9  7/8 579 15  7/8 1,133 21  7/8 1773 27  7/8 2466

4 162 10 589 16 1,146 22 1787 28 2481

4  1/8 169 10  1/8 600 16  1/8 1,159 22  1/8 1801 28  1/8 2496

4  1/4 177 10  1/4 610 16  1/4 1,171 22  1/4 1815 28  1/4 2511

4  3/8 184 10  3/8 621 16  3/8 1,184 22  3/8 1829 28  3/8 2526

4  1/2 191 10  1/2 631 16  1/2 1,197 22  1/2 1843 28  1/2 2541

4  5/8 199 10  5/8 642 16  5/8 1,210 22  5/8 1857 28  5/8 2555

4  3/4 206 10  3/4 653 16  3/4 1,222 22  3/4 1871 28  3/4 2570

4  7/8 214 10  7/8 664 16  7/8 1235 22  7/8 1885 28  7/8 2585

5 221 11 675 17 1248 23 1900 29 2600

5  1/8 229 11  1/8 685 17  1/8 1261 23  1/8 1914 29  1/8 2615

5  1/4 237 11  1/4 696 17  1/4 1274 23  1/4 1928 29  1/4 2630

5  3/8 245 11  3/8 707 17  3/8 1287 23  3/8 1942 29  3/8 2645

5  1/2 253 11  1/2 718 17  1/2 1300 23  1/2 1956 29  1/2 2660

5  5/8 261 11  5/8 730 17  5/8 1313 23  5/8 1971 29  5/8 2675

5  3/4 269 11  3/4 741 17  3/4 1326 23  3/4 1985 29  3/4 2690

5  7/8 278 11  7/8 752 17  7/8 1339 23  7/8 1999 29  7/8 2705

6 286 12 763 18 1352 24 2014 30 2720
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(6') D6-SWT 7,000 Gallon

DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS DIPSTICK GALLONS

30  1/8 2735 36  1/8 3463 42  1/8 4188 48  1/8 4891 54  1/8 5545

30  1/4 2750 36  1/4 3478 42  1/4 4203 48  1/4 4905 54  1/4 5558

30  3/8 2765 36  3/8 3493 42  3/8 4218 48  3/8 4919 54  3/8 5571

30  1/2 2780 36  1/2 3508 42  1/2 4233 48  1/2 4933 54  1/2 5583

30  5/8 2795 36  5/8 3523 42  5/8 4248 48  5/8 4947 54  5/8 5596

30  3/4 2810 36  3/4 3539 42  3/4 4263 48  3/4 4961 54  3/4 5609

30  7/8 2825 36  7/8 3554 42  7/8 4278 48  7/8 4975 54  7/8 5622

31 2840 37 3569 43 4293 49 4990 55 5635

31  1/8 2855 37  1/8 3584 43  1/8 4308 49  1/8 5004 55  1/8 5647

31  1/4 2871 37  1/4 3599 43  1/4 4323 49  1/4 5018 55  1/4 5660

31  3/8 2886 37  3/8 3615 43  3/8 4337 49  3/8 5032 55  3/8 5672

31  1/2 2901 37  1/2 3630 43  1/2 4352 49  1/2 5046 55  1/2 5685

31  5/8 2916 37  5/8 3645 43  5/8 4367 49  5/8 5060 55  5/8 5698

31  3/4 2931 37  3/4 3660 43  3/4 4382 49  3/4 5074 55  3/4 5710

31  7/8 2946 37  7/8 3675 43  7/8 4397 49  7/8 5087 55  7/8 5723

32 2961 38 3691 44 4411 50 5101 56 5735

32  1/8 2976 38  1/8 3706 44  1/8 4426 50  1/8 5115 56  1/8 5747

32  1/4 2991 38  1/4 3721 44  1/4 4441 50  1/4 5129 56  1/4 5760

32  3/8 3007 38  3/8 3736 44  3/8 4456 50  3/8 5143 56  3/8 5772

32  1/2 3022 38  1/2 3751 44  1/2 4470 50  1/2 5157 56  1/2 5784

32  5/8 3037 38  5/8 3766 44  5/8 4485 50  5/8 5170 56  5/8 5797

32  3/4 3052 38  3/4 3782 44  3/4 4500 50  3/4 5184 56  3/4 5809

32  7/8 3067 38  7/8 3797 44  7/8 4515 50  7/8 5198 56  7/8 5821

33 3082 39 3812 45 4529 51 5212 57 5833

33  1/8 3098 39  1/8 3827 45  1/8 4544 51  1/8 5225 57  1/8 5845

33  1/4 3113 39  1/4 3842 45  1/4 4559 51  1/4 5239 57  1/4 5857

33  3/8 3128 39  3/8 3857 45  3/8 4573 51  3/8 5253 57  3/8 5869

33  1/2 3143 39  1/2 3872 45  1/2 4588 51  1/2 5266 57  1/2 5881

33  5/8 3158 39  5/8 3888 45  5/8 4602 51  5/8 5280 57  5/8 5893

33  3/4 3174 39  3/4 3903 45  3/4 4617 51  3/4 5293 57  3/4 5905

33  7/8 3189 39  7/8 3918 45  7/8 4632 51  7/8 5307 57  7/8 5917

34 3204 40 3933 46 4646 52 5320 58 5929

34  1/8 3219 40  1/8 3948 46  1/8 4661 52  1/8 5334 58  1/8 5940

34  1/4 3234 40  1/4 3963 46  1/4 4675 52  1/4 5347 58  1/4 5952

34  3/8 3250 40  3/8 3978 46  3/8 4690 52  3/8 5360 58  3/8 5964

34  1/2 3265 40  1/2 3993 46  1/2 4704 52  1/2 5374 58  1/2 5975

34  5/8 3280 40  5/8 4008 46  5/8 4719 52  5/8 5387 58  5/8 5987

34  3/4 3295 40  3/4 4023 46  3/4 4733 52  3/4 5400 58  3/4 5998

34  7/8 3310 40  7/8 4038 46  7/8 4747 52  7/8 5414 58  7/8 6010

35 3326 41 4053 47 4762 53 5427 59 6021

35  1/8 3341 41  1/8 4069 47  1/8 4776 53  1/8 5440 59  1/8 6033

35  1/4 3356 41  1/4 4084 47  1/4 4791 53  1/4 5453 59  1/4 6044

35  3/8 3371 41  3/8 4099 47  3/8 4805 53  3/8 5467 59  3/8 6055

35  1/2 3386 41  1/2 4114 47  1/2 4819 53  1/2 5480 59  1/2 6067

35  5/8 3402 41  5/8 4129 47  5/8 4834 53  5/8 5493 59  5/8 6078

35  3/4 3417 41  3/4 4144 47  3/4 4848 53  3/4 5506 59  3/4 6089

35  7/8 3432 41  7/8 4159 47  7/8 4862 53  7/8 5519 59  7/8 6100

36 3447 42 4173 48 4876 54 5532 60 6111
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(6') D6-SWT 7,000 Gallon

DIPSTICK GALLONS DIPSTICK GALLONS

60  1/8 6122 66  1/8 6582

60  1/4 6133 66  1/4 6589

60  3/8 6144 66  3/8 6597

60  1/2 6155 66  1/2 6605

60  5/8 6166 66  5/8 6612

60  3/4 6176 66  3/4 6620

60  7/8 6187 66  7/8 6627

61 6198 67 6635

61  1/8 6208 67  1/8 6642

61  1/4 6219 67  1/4 6649

61  3/8 6229 67  3/8 6656

61  1/2 6240 67  1/2 6663

61  5/8 6250 67  5/8 6670

61  3/4 6261 67  3/4 6677

61  7/8 6271 67  7/8 6683

62 6281 68 6690

62  1/8 6291 68  1/8 6696

62  1/4 6301 68  1/4 6703

62  3/8 6311 68  3/8 6709

62  1/2 6321 68  1/2 6715

62  5/8 6331 68  5/8 6721

62  3/4 6341 68  3/4 6727

62  7/8 6351 68  7/8 6733

63 6360 69 6738

63  1/8 6370 69  1/8 6744

63  1/4 6380 69  1/4 6749

63  3/8 6389 69  3/8 6754

63  1/2 6399 69  1/2 6760

63  5/8 6408 69  5/8 6765

63  3/4 6418 69  3/4 6769

63  7/8 6427 69  7/8 6774

64 6436 70 6779

64  1/8 6445 70  1/8 6783

64  1/4 6454 70  1/4 6787

64  3/8 6463 70  3/8 6791

64  1/2 6472 70  1/2 6795

64  5/8 6481 70  5/8 6799

64  3/4 6490 70  3/4 6802

64  7/8 6499 70  7/8 6805

65 6507 71 6808

65  1/8 6516 71  1/8 6811

65  1/4 6524 71  1/4 6813

65  3/8 6533 71  3/8 6815

65  1/2 6541 71  1/2 6817

65  5/8 6549 71  5/8 6818

65  3/4 6557

65  7/8 6566

66 6574

HOWTO PROPERLY GAUGE YOUR TANK:
Underground storage tanks require periodic measurement to determine current
inventory level. Using the proper methods when gauging your tank's contents
will insure the most accurate reading and insure that you do not damage your
tank. The following procedure should be followed whenever you use a gauge
stick to determine the amount of product that is in your tank:
1) Use a wood dipstick with a rubber or nylon tip. Metallic dipsticks are not
recommended. This will insure that frequent tank gaugings or an accidental
dropping of the gauge stick into the tank will not damage the tank bottom.
2) Slowly lower your gauge stick into the fill port until it touches the tank
bottom. Never free drop the gauge stick. This can result in inaccurate
measurements due to product splashing. Free dropping can also result in
gauge stick damage and tank damage.
3) Remove your dipstick slowly and read the product level directly from the
gauge stick.

Water Paste Detection
To detect water in the tank bottom, water detection paste is available from
petroleum equipment distributors. However, some water detection paste
cannot detect antifreeze mixtures. If antifreeze mixtures are used for the cavity
monitoring fluid, the following product is capable of detecting water or
antifreeze (brine or up to 50 percent glycol) solution in the tank water bottoms:
Gasoila Water Finding Paste
Federal Process Corp.
800-846-7325
www.gasoila.com

Caution
Pressurized deliveries are not recommended. If the delivery vehicle uses
pumps to fill the tank, install overfill shutoff equipment in the tank and truck to
prevent the tank from being overfilled. Overfilling the tank under pressure
will damage the tank even if the tank vent is unrestricted.

ContainmentSolutions, Inc.
5150 Jefferson Chemical Road
Conroe, TX 77301
Tel: 936-756-7731
Fax: 936-756-7766

Note: Calibration chart is based on the fluid level above a 5/16" deflector
plate.
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